
Accessories VA 500/520/525

DESCRIPTION ORDER-NO.
Connection cable for VA/FA series, 5 m 0553 0104
Connection cable for VA/FA series, 10 m 0553 0105
Connection cable for VA/FA series, 20 m 0553 0120
Cable for alarm / pulse output, with M12 plug, 5 m 0553 0106
Cable for alarm / pulse output, with M12 plug, 10 m 0553 0107
Connection cable for VA / FA series, 5 m shielded 0553 0129
Connection cable for VA / FA series, 10 m shielded 0553 0130

DESCRIPTION ORDER-NO.
Ethernet connection cable, length 5 m, M12 connector x-coded 
(8 pol.) on RJ 45 plug

0553 2503

Ethernet connection cable, length 10 m, M12 connector x-coded 
(8 pol.) on RJ 45 plug

0553 2504

DESCRIPTION ORDER-NO.
M12 plug for VA 500/520/525 0 2000 0082
M12 plug angled 90° 0219 0060

DESCRIPTION ORDER-NO.
M12 T-connector for VA 500/520 for connecting several sensors to an 
M-Bus or Modbus network

0 2000 0823

DESCRIPTION ORDER-NO.
Drilling jig incl. drill (Ø 13 mm) 0530 1108
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DESCRIPTION ORDER-NO.
High pressure protection recommended for installations from 10 to  
50 bar (VA 500)

0530 1105

DESCRIPTION ORDER-NO.
High pressure protection recommended for installations from 10 to  
100 bar (VA 550)

0530 1115

High pressure protection recommended for installations from 10 to 16 
bar DVGW (VA 550)

0530 1116

DESCRIPTION ORDER-NO.
Welding Nipple, L = 35 mm, male thread,
R 1/2˝ stainless steel 1.4301

3300 0006

Welding Nipple, L = 35 mm, male thread,
R 1/2˝ stainless steel 1.4571

3300 0007

DESCRIPTION ORDER-NO.
Thickness meter CS 0495 incl. case and calibration block 0560 0495

DESCRIPTION ORDER-NO.
Ball valve I / I G 1/2˝ stainless steel 3300 0002

• Only suitable for VA 500 with sensor length: 160 mm, 220 mm, 300 mm. For 
further sensor length on request

Flow

83www.cs-instruments.com



Accessories VA 500/550

DESCRIPTION ORDER-NO.
X-connection for connection of pressure and dew point sensor at the 
same measuring point (incl. 2x quick-release coupling)

0553 0133

DESCRIPTION ORDER-NO.
Thread adapter G 1/2˝ female thread to NPT 1/2˝ male thread 0553 0134

DESCRIPTION ORDER-NO.
PNG cable gland - for standard 0553 0552
PNG cable gland - for ATEX 0553 0551

DESCRIPTION ORDER-NO.
Connection cable 5 m with open ends 0553 0108
Connection cable 10 m with open ends 0553 0109

DESCRIPTION ORDER-NO.
Cap for measuring section VA 520 / VA 570
(Material: aluminum)

0190 0001

Cap for measuring section VA 520 / VA 570
(Material: stainless steel 1.4571)

0190 0002 

Accessories VA 550/570

Accessories VA 520/570

Standard ATEX

Aluminium

→
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Accessories for all VA 5xx

DESCRIPTION   ORDER-NO.
Power supply in wall housing for max. 2 sensors of the VA / FA 5xx 
series 100-240 V, 23 VA, 50-60 Hz / 24 VDC, 0.35 A

0554 0110

Power supply in wall housing for max. 4 sensors of the VA500/520 
series 100-240 V, 23 VA, 50-60 Hz / 24 VDC, 0.35 A

0554 0111

DESCRIPTION ORDER-NO.

Plug-in power supply 100-240 V, AC / 24 V for VA / FA 5xx 0554 0109

DESCRIPTION ORDER-NO.
External gateway PROFIBUS for connection to integrated
RS 485 interface

Z500 3008

External gateway PROFINET for connection to integrated
RS 485 interface

Z500 3009

DESCRIPTION  ORDER-NO.
CS service software incl. PC connection set, USB port and
interface adapter to the sensor

0554 2007

DESCRIPTION ORDER-NO.
Transport case for all sensors (dimensions: 500 x 360 x 120 mm) 0554 6006

USB

Power-          
Supply

Adapter
VA 550/570 
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